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Nimi: Kytkin

Kytkin 6, Jussi, 2 lisäliitintä.

Jussi

Tyyppi: 1066A4

EAN: 6418677307515

Snro: 2006525

Kuvaus: Pinta-asennettava kytkin jousikiinnitteisellä vivulla ja jousiliittimin. Liittimiin voi
kytkeä max 2 johdinta ja ne on hyväksytty ML ja MK johtimille. Lisäliittimiä voi
käyttää johtimien jatkamiseen.

Pakkaus: 10/100

Yksikkö: KPL

K

Tekniset tiedot

Luokat
Kotelointiluokka IP21
Sähkösuureet
Nimellisvirta 16 AX
Nimellisjännite 250 V
ETIM
ETIM 7 EC001590 (EC001590)
ETIM 8 EC001590 (EC001590)
ETIM 7
Wiring system Two-way switch
Method of operation Rocker/button
Assembly arrangement Basic element with complete housing
Push button switch no
Number of rockers 1
Mounting method Surface mounted (plaster)
Type of fastening Screw mounting
With mounting plate no
Material Plastic
Material quality Thermoplastic
Halogen free yes
Surface protection Untreated
Surface finishing Matt
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ColourColour WhiteWhite
RAL-number (akin) 9010
Label space/information surface No
Illumination No
Type of lighting Not included
Suitable for degree of protection
(IP)

IP21

Nominal voltage 250 V
Rated current 16 A
Switching current for fluorescent
lamps

16 AX

Feedback-signal contact no
Connection type Plug clamp
Washing machine switch no
Width of device 76 mm
Height of device 72 mm
Depth of device 32 mm
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