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AMMATTILISAISTEN 
LISÄVARUSTEET SPLIT-
JÄRJESTELMIIN 

• SAE 
Laippaliittimet



Tubolit Split & DuoSplit Accessories SAE flare fittings
SAE flare fittings are especially suitable whenever the installation of refrigeration pipes becomes difficult or impossible (soldering in dangerous
atmosphere or when soldering is forbidden). They come with a nut and compression ferrule and can easily be installed using a wrench. The Armacell
refrigeration connections fit most thermostatic valves, manometers, dehydrating filters and other components with flare-type joints.

Inch measurements
Code inch Pieces/bag Pipe wall thickness [mm] Bag/carton

SF-FZ-006 1/4 10. 0.8. 10.
SF-FZ-010 3/8 10. 0.8. 10.
SF-FZ-012 1/2 10. 0.8. 10.
SF-FZ-016 5/8 10. 1.0. 10.
SF-FZ-019 3/4 5. 1.0. 10.

Remark The SAE flare fittings are supplied in small bags of 10 sets, each carton contains 10 bags; one set
contains a stiffener sleeve, a compression ferrule and a union nut.

Technical properties No copper sealing necessary - compression ferrule - tight up to 10-7 mbar l/s or < 0.5 g/a Helium for all
refrigerants (CFC, HFC, HCFC).

Pressure rating
1/4"  100 bar
3/8"    64 bar
1/2"    45 bar
5/8"    45 bar
3/4"    45 bar

Subjected to internal testing according to DIN 3859 and by CETIM:
* Reverse-bending strength test: no leakage after 10 million. cycles at 50 Hz under normal pressure
* Helium-leakage detector (gas-tightness): < 0.5 g/year (10-5 mbar/l/s)
* Burst pressure test (4 times nominal pressure): no leakage
* Temperature cycle test (5 cycles at -40 °C to -120 °C at 10 bar He): no leakage CETIM, internal and
field test results.

Regulations Corresponds to the new standards and regulations of the CEN for refrigeration installations (EN 378/1 -
EN 378/2).

Tubolit Split & DuoSplit -tarvikkeet SAE-flare-putkiliittimet
SAE-helmiliitokset sopivat käytettäviksi erityisen hyvin aina, kun jäähdytysputkien asennus on vaikeaa tai mahdotonta (juottaminen vaarallisissa 
ilmakehissä tai kun juottaminen on kiellettyä). Niiden mukana toimitetaan mutteri ja puristehelmi, ja ne on helppo asentaa kiintoavaimen avulla. 
Armacell-jäähdytysliitokset sopivat useimpiin termostaattiventtiileihin, manometreihin, kuivaussuodattimiin ja muihin helmityyppisiä liitoksia käyttäviin 
komponentteihin.

Inch measurements
Koodi Koko tuuma kpl/ltk seinämäpaksuus [mm] Bag/carton

SF-FZ-006 1/4 10. 0.8. 10.
SF-FZ-010 3/8 10. 0.8. 10.
SF-FZ-012 1/2 10. 0.8. 10.
SF-FZ-016 5/8 10. 1.0. 10.
SF-FZ-019 3/4 5. 1.0. 10.

Huomatus SAE-helmiliitokset toimitetaan 10 kappaleen sarjoina, kussakin laatikossa on 10 pussia; kuhunkin 
sarjaan kuuluu jäykisteholkki, puristushelmi ja liitosmutteri.

Tekniset ominaisuudet Kuparitiiviste ei ole tarpeen – puristushelmi – tiivis jopa 10-7 mbar l/s tai <  0,5 g/a helium kaikille 
kylmäaineille (CFC, HFC, HCFC).

Paineluokitus
1/4"  100 bar
3/8"    64 bar
1/2"    45 bar
5/8"    45 bar
3/4"    45 bar
Tuotteille tehdään standardin DIN 3859 mukaisia sisäisiä testejä ja CETIM-testejä:

*  Vastakkaisen taivutuksen lujuustesti: ei vuotoa 10 miljoonan 50 Hz:n taajuudella normaalissa 
paineessa tehdyn syklin jälkeen
*  Helium-vuotojen tunnistin (kaasutiiviys): < 0,5 g/vuosi (10-5 mbar/l/s)
*  Murtumistesti (4 kertaa nimellispaine): ei vuotoa
*  Lämpötilavaihtelutesti (5 sykliä -40 ... -120 °C lämpötilassa 10 barin He -paineessa): ei vuotoa 
CETIM, sisäiset ja kenttätestauksen tulokset.Määräykset Vastaa uusia jäähdystysasennuksia koskevia CEN-standardeja ja määräyksiä (EN 378/1 - EN 378/2).

Tubolit Split & DuoSplit Accessories SAE calibration tool
Calibration tools to match SAE flare fittings

Inch measurements
Code Pieces/bag Bag/carton Outer- Ø [mm]

SF-CTZ-006 ● 1. 10. 1/4
SF-CTZ-010 ● 1. 10. 3/8
SF-CTZ-012 ● 1. 10. 1/2
SF-CTZ-016 ● 1. 10. 5/8
SF-CTZ-019 ● 1. 5. 3/4

● Item not in stock. Delivery on request. [MTO]

Tubolit Split & DuoSplit -tarvikkeet SAE-kalibrointityökalu
SAE-helmiliittimille sopivat kalibrointityökalut

Tuumakoot
Koodi kpl/pussi pussi/laatikko Ulko-Ø [mm]

SF-CTZ-006 ● 1. 10. 1/4
SF-CTZ-010 ● 1. 10. 3/8
SF-CTZ-012 ● 1. 10. 1/2
SF-CTZ-016 ● 1. 10. 5/8
SF-CTZ-019 ● 1. 5. 3/4

●  Tuote ei varastossa. Toimitetaan tilauksesta. [MTO]

Tubolit Split & DuoSplit Accessories toolbox sae calibration tool

Inch measurements
Code Outer- Ø [mm] Pieces/carton

SF-CBZ-06-16 ● 1/4" / 3/8" 1/2" / 5/8" 5.

● Item not in stock. Delivery on request. [MTO]

Tubolit Split & DuoSplit -tarvikkeet työkalulaatikko sae-kalibrointityökaluille

Tuumakoot
Koodi Ulko-Ø [mm] Kpl/laatikko

SF-CBZ-06-16 ● 1/4" / 3/8" 1/2" / 5/8" 5.

●  Tuote ei varastossa. Toimitetaan tilauksesta. [MTO]

Tubolit Split & DuoSplit Accessories duct split
Length 2,0 m, Color white, Armacell ducts and accessories provide an aesthetically compact ducting, an ideal complement for every split installation. It is
highly shock resistant, easy and quick to install and resistant UV rays. The available dimensions were calculated accurately to offer the following
advantages:
►Quick and easy to install
►Compact pipe covering
►Matches well to the building shell exteriors
►Sophisticated accessories

Code Article description Size w x h [mm] m/carton
SD-CD-60X45 duct split 60 x 45 60 x 45 24.
SD-CD-80X60 duct split 80 x 60 80 x 60 16.
SD-CD-110X75 duct split 110 x 75 110 x 75 8.

Technical properties Material: Rigid, flame retardant, shockprrof PVC, stabilised against UV radiation
Temperature: min. -20 °C, max. +60 °C.
Colour: RAL 9001 (white)2 2020 © Armacell Enterprise GmbH & Co. KG – Subject to alterations without prior notice. Our general conditions of sales & delivery shall apply. 


	Product Catalog
	Tubolit Split & DuoSplit Accessories




